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0002-000025

AVENO Semi Synth. 10W-40

SPEZIFIKATIONEN | SPECIFICATIONS:
ACEA A3/B4 | API SM/CF

EMPFEHLUNGEN | RECOMMENDATIONS:

BMW Special Oil | Fiat 9.55535-D2
MB 229.1 | PSA B71 2294
VW 501 01/505 00

SPEZIFIKATIONEN | SPECIFICATIONS:
ACEA A3/B4 | API SM/CF

EMPFEHLUNGEN | RECOMMENDATIONS:
BMW Special Oil | Fiat 9.55535-D2
MB 229.1 | PSA B71 2294

GEQENTEN oDV S [opge] | VW 501 01/505 00

0002-000026

AVENO SEMIS 5W-30

SPEZIFIKATIONEN | SPECIFICATIONS:
ACEA A3/B4 | APISL/CF

EMPFEHLUNGEN | RECOMMENDATIONS:

BMW Longlife-01 | BMW Longlife-98
MB 229.3 | MB 229.5
VW 502 00/505 00

SPEZIFIKATIONEN | SPECIFICATIONS:
ACEA A3/B4 | APISL/CF

EMPFEHLUNGEN | RECOMMENDATIONS:
BMW Longlife-01 | BMW Longlife-98
MB 229.3 | MB229.5

OOl | VW 502 00/505 00
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0002-000032

AVENO FS Excellence 0W-40

SPEZIFIKATIONEN | SPECIFICATIONS:
ACEA A3/B4 | API CF | APISP

FREIGABEN | APPROVALS:
API SP | MB-Freigabe 229.5

LT WAL | Renault RNO710

VW 502 00/505 00

EMPFEHLUNGEN | RECOMMENDATIONS:
BMW Longlife-01 | Fiat 9.55535-M2/-Z2
Ford WSS-M2C937-A
MB 226.5 | MB 229.3 | PSA B71 2296
Renault RNO700

SPEZIFIKATIONEN | SPECIFICATIONS:
ACEA A3/B4 | API CF | APISP

FREIGABEN | APPROVALS:
API SP | MB-Freigabe 229.5
Renault RNO710 | VW 502 00/505 00

EMPFEHLUNGEN | RECOMMENDATIONS:
BMW Longlife-01 | Fiat 9.55535-M2/-Z2
Ford WSS-M2C937-A
MB 226.5 | MB 229.3

LI EWLT | PSA B71 2296

Renault RNO700

0002-000048

AVENO Maxi Fuel Economy OW-16

SPEZIFIKATIONEN | SPECIFICATIONS:
API SP | ILSAC GF-5/GF-6B

EMPFEHLUNGEN | RECOMMENDATIONS:
Honda 08215-99974 | Honda 08216-99974
Honda 08232-P99S1LHE | Honda Ultra Next/Ultra Green
Hybrid Engine Nissan KLANM-01A04 Extra Save X Eco
Mitsubishi DiaQueen ECO Plus
Mitsubishi MZ102661 | Mitsubishi MZ102662
Toyota 08880-11005

SPEZIFIKATIONEN | SPECIFICATIONS:

(API 5Q J ILSAC GF-7B

EMPFEHLUNGEN | RECOMMENDATIONS:
Honda 08215-99974 | Honda 08216-99974
Honda 08232-P99S1LHE | Honda Ultra Next/Ultra Green
Hybrid Engine Nissan KLANM-01A04 Extra Save X Eco
Mitsubishi DiaQueen ECO Plus
Mitsubishi MZ102661 | Mitsubishi MZ102662
Toyota 08880-11005
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0002-000053

AVENO Maxi Fuel Economy OW-16 GREEN

SPEZIFIKATIONEN | SPECIFICATIONS:
API SP | ILSAC GF-5/GF-6B

EMPFEHLUNGEN | RECOMMENDATIONS:
Honda 08215-99974 | Honda 08216-99974
Honda 08232-P99S1LHE | Honda Ultra Next/Ultra Green
Hybrid Engine Nissan KLANM-01A04 Extra Save X Eco
Mitsubishi DiaQueen ECO Plus
Mitsubishi MZ102661 | Mitsubishi MZ102662
Toyota 08880-11005

SPEZIFIKATIONEN | SPECIFICATIONS:

[API SQ J} ILSAC GF-7B

EMPFEHLUNGEN | RECOMMENDATIONS:
Honda 08215-99974 | Honda 08216-99974
Honda 08232-P99S1LHE | Honda Ultra Next/Ultra Green
Hybrid Engine Nissan KLANM-01A04 Extra Save X Eco
Mitsubishi DiaQueen ECO Plus
Mitsubishi MZ102661 | Mitsubishi MZ102662
Toyota 08880-11005

0002-000060

AVENO DXS 5W-30

SPEZIFIKATIONEN | SPECIFICATIONS:
API SN Plus (RC) | API SP (RC)
ILSAC GF-5/GF-6A

EMPFEHLUNGEN | RECOMMENDATIONS:
Chrysler MS-6395 | dexos1™ Gen3
Fiat 9.55535-CR1 | Opel/Vauxhall OV0401547-G30
Ford WSS-M2C929-A | Ford WSS-M2C946-A/-B1
Ford WSS-M2C961-A | GM 6094M | VWC 53034

SPEZIFIKATIONEN | SPECIFICATIONS:
API SN Plus (RC) | APISP (RC) | Al i{eN(i{e)]
ILSAC GF-5/GF-6A | [L&1:(efc] v/

EMPFEHLUNGEN | RECOMMENDATIONS:
| Chrysler MS-6395
dexos1™ Gen3 | Fiat 9.55535-CR1
Opel/Vauxhall 0V0401547-G30
Ford WSS-M2C929-A | Ford WSS-M2C946-A/-B1
Ford WSS-M2C961-A | GM 6094M | VWC 53034
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0002-000110

AVENO Ultra Low SAPS HD 5W-30

SPEZIFIKATIONEN | SPECIFICATIONS:
ACEA E4/E6/E7/E9 | API CJ-4

FREIGABEN | APPROVALS:
Mack EO-O Premium Plus | MAN M 3677
Renault VI RLD-3 | VOLVO VDS-4

EMPFEHLUNGEN | RECOMMENDATIONS:
Caterpillar ECF-3 | Cummins CES 20081
DAF Extended Drain | DDC 93K218
Deutz DQC IV-10 LA
DTFR 13D110 (235.28) | DTFR 15C100 (228.31)
Iveco 18-1804 TLS E6
MAN M 3271-1 | MAN M 3477
MAN M 3575 | MAN M 3691
MTU Typ 3.1, MTU Typ 2.1
Scania LDF-4 | Scania Low Ash
Voith Retarder B | VOLVO CNG

SPEZIFIKATIONEN | SPECIFICATIONS:
ACEA E4/E6/E7/E9 | API CJ-4

FREIGABEN | APPROVALS:
|
Mack EO-O Premium Plus | MAN M 3677
Renault VI RLD-3 | VOLVO VDS-4

EMPFEHLUNGEN | RECOMMENDATIONS:
Caterpillar ECF-3 | Cummins CES 20081
DAF Extended Drain | DDC 93K218
Deutz DQC IV-10 LA
DTFR 13D110 (235.28) | DTFR 15C100 (228.31)
Iveco 18-1804 TLS E6
MAN M 3271-1 | MAN M 3477
MAN M 3575 | MAN M 3691
MTU Typ 3.1, MTU Typ 2.1
Scania LDF-4 | Scania Low Ash
Voith Retarder B | VOLVO CNG
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0002-000122

SPEZIFIKATIONEN | SPECIFICATIONS:
ACEA E3 | API CG-4/SF | API GL-4
DIN 51524-3 | MIL-L-2104 D

EMPFEHLUNGEN | RECOMMENDATIONS:
Allison C-4 | Caterpillar TO-2
CNH MAT 3525 | CNH 410 B
Fendt KDM 41.2011
Ford ESN-M2C134-B/-C/-D | Ford ESN-M2C159-B/-C
John Deere J20 C/D | John Deere J27
MAN 271
Massey Ferguson CMS M1139/M1144/M1145
MB 227.1 | MB 228.1
DTFR 15B110 (228.3)
ZF TE-ML 06A/06B/06C/06D/07B

AVENO STOU 10W-40

SPEZIFIKATIONEN | SPECIFICATIONS:
ACEA E3 | API CG-4/SF | API GL-4
DIN 51524-3 | MIL-L-2104 D

EMPFEHLUNGEN | RECOMMENDATIONS:
Allison C-4 | Caterpillar TO-2
CNH MAT 3525 | CNH 410B
Fendt KDM 41.2011
Ford ESN-M2C134-B/-C/-D | Ford ESN-M2C159-B/-C
John Deere J20 C/D | John Deere J27
MAN 271
Massey Ferguson CMS M1139/M1144/M1145
MB 227.1 | MB 228.1
DTFR 15B110 (228.3)

rA | =\%|M1E1q /06A/06B/06C/06D/07B
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0002-000240

AVENO Mineral Hydraulic HLP 68

SPEZIFIKATIONEN | SPECIFICATIONS:
AFNOR NF E 48-603 HM | ASTM D6158
CETOP RP 91H HM | DIN 51524-2
GB 111118.1 L-HM (conventional)

ISO 11158 HM | I1SO 6743-4 HM
MIL-PRF-17672 E | SAE MS1004 HM
SEB 181 222 | Swedish Standard SS 155434
VDMA 24318

EMPFEHLUNGEN | RECOMMENDATIONS:
Atos | Bosch Rexroth RE 90220
Danieli Hydraulics | Denison HF-O/HF-1/HF-2
Eaton/Sperry Vickers 1-286-S
Eaton/Sperry Vickers M-2950-S
GM LH-06-1-04 | GM LS-2
Metso | Muller Weingarten
Sauer-Danfoss 520L0463
US Steel 126, US Steel 127 | US Steel 136
ZF TE-ML O7H

SPEZIFIKATIONEN | SPECIFICATIONS:
AFNOR NF E 48-603 HM | ASTM D6158
CETOP RP 91H HM | DIN 51524-2
GB 111118.1 L-HM (conventional)

ISO 11158 HM | ISO 6743-4 HM
MIL-PRF-17672 E | SAE MS1004 HM
SEB 181 222 | Swedish Standard SS 155434
VDMA 24318

EMPFEHLUNGEN | RECOMMENDATIONS:
Atos | Bosch Rexroth RE 90220
Danieli Hydraulics | Denison HF-O/HF-1/HF-2
Eaton/Sperry Vickers 1-286-S
Eaton/Sperry Vickers M-2950-S
GM LH-06-1-04 | GM LS-2
Metso | Muller Weingarten
Sauer-Danfoss 520L0463
US Steel 126, US Steel 127 | US Steel 136
ZF TE-ML O7H




000Artikel-Nr.

Item No.

Produktbezeichnung
Product Name

Alte Spezifikationen
Old Specifications

Neue Spezifikationen
New Specifications

0002-000228

AVENO Hydraulic HVLP AF 32

SPEZIFIKATIONEN | SPECIFICATIONS:
AFNOR NF E 48-603 HV
AFNOR NF E 48-690/1
CETOP RP 91H HV | GB 111118.1 L-HV
ISO 11158 HV | ISO 6743-4 HV
JCMAS HK VG32W | SAE MS1004

EMPFEHLUNGEN | RECOMMENDATIONS:

Bosch Rexroth RE 90220
Denison HF-0/HF-1/HF-2
Eaton/Sperry Vickers 1-286-S
Eaton/Sperry Vickers M-2950-S
Fives Cincinnati P-68
GM LH-03-1-04 | GM LS-2
Sauer-Danfoss 520L0463
US Steel 126 | US Steel 127 | US Steel 136

SPEZIFIKATIONEN | SPECIFICATIONS:
AFNOR NF E 48-603 HV
AFNOR NF E 48-690/1
CETOP RP 91H HV | GB 111118.1 L-HV
ISO 11158 HV | ISO 6743-4 HV
JCMAS HK VG32W | SAE MS1004

EMPFEHLUNGEN | RECOMMENDATIONS:

Bosch Rexroth RE 90220
Denison HF-O/HF-1/HF-2
Eaton/Sperry Vickers 1-286-S
Eaton/Sperry Vickers M-2950-S
Fives Cincinnati P-38 Jgl23
GM LH-03-1-04 | GM LS-2
Sauer-Danfoss 520L0463
US Steel 126 | US Steel 127 | US Steel 136
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0002-000243

SPEZIFIKATIONEN | SPECIFICATIONS:
AFNOR NF E 48-603 HV | AFNOR NF E 48-690/1
CETOP RP 91H HV | DIN 51524-3
GB 111118.1 L-HV | ISO 11158 HV
ISO 6743-4 HV | JCMAS HK VG32W
SAE MS1004
AVENO Hydraulic HVLP 32
EMPFEHLUNGEN | RECOMMENDATIONS:
Bosch Rexroth RE 90220 | Denison HF-O/HF-1/HF-2
Eaton/Sperry Vickers 1-286-S
Eaton/Sperry Vickers M-2950-S
Fives Cincinnati P-68 | GM LH-03-1-04 | GM LS-2
Sauer-Danfoss 52000463 | US Steel 127 | US Steel 136

SPEZIFIKATIONEN | SPECIFICATIONS:
AFNOR NF E 48-603 HV | AFNOR NF E 48-690/1
CETOP RP 91H HV | DIN 51524-3
GB 111118.1 L-HV | ISO 11158 HV
ISO 6743-4 HV | JCMAS HK VG32W
SAE MS1004

EMPFEHLUNGEN | RECOMMENDATIONS:
Bosch Rexroth RE 90220 | Denison HF-O/HF-1/HF-2
Eaton/Sperry Vickers 1-286-S
Eaton/Sperry Vickers M-2950-S

VOl N E L l:2E LTl P-68 | GM LH-03-1-04 | GM LS-2

Sauer-Danfoss 52000463 | US Steel 127 | US Steel 136

0002-000244

SPEZIFIKATIONEN | SPECIFICATIONS:
AFNOR NF E 48-603 HV | AFNOR NF E 48-690/1
CETOP RP 91H HV | DIN 51524-3
GB 111118.1 L-HV
ISO 11158 HV | ISO 6743-4 HV
SAE MS1004
AVENO Hydraulic HVLP 46
EMPFEHLUNGEN | RECOMMENDATIONS:
Denison HF-0/HF-1/HF-2
Eaton/Sperry Vickers 1-286-S
Eaton/Sperry Vickers M-2950-S
| GM LH-03-1-04 | GM LS-2
Sauer-Danfoss 520L0463 | US Steel 126 | US Steel 127

ZF TE-ML 04K/05M/07H/21M

SPEZIFIKATIONEN | SPECIFICATIONS:
AFNOR NF E 48-603 HV | AFNOR NF E 48-690/1
CETOP RP 91H HV | DIN 51524-3
GB 111118.1 L-HV
ISO 11158 HV | ISO 6743-4 HV
SAE MS1004

EMPFEHLUNGEN | RECOMMENDATIONS:
Denison HF-0/HF-1/HF-2
Eaton/Sperry Vickers 1-286-S
Eaton/Sperry Vickers M-2950-S
| GM LH-03-1-04 | GM LS-2
Sauer-Danfoss 520L0463 | US Steel 126 | US Steel 127
ZF TE-ML 04K/05M/07H/21M
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0002-000318

AVENO Ultimate FE 0W-20

SPEZIFIKATIONEN | SPECIFICATIONS:
ACEA C5 | API SN

EMPFEHLUNGEN | RECOMMENDATIONS:

Fiat 9.55535-DM1

SPEZIFIKATIONEN | SPECIFICATIONS:
ACEA C5 | API SN

0002-000335

AVENO DXS Premium 0W-20

SPEZIFIKATIONEN | SPECIFICATIONS:
API SP | ILSAC GF-5/GF-6A

FREIGABEN | APPROVALS:
AP1SQ (RC) | ILSAC GF-7A

EMPFEHLUNGEN | RECOMMENDATIONS:

Chrysler MS-6395 | dexos1™ Gen3
Fiat 9.55535-GSX/-CR1
Ford WSS-M2C947-B1 | Ford WSS-M2C962-A
GM 6094M

SPEZIFIKATIONEN | SPECIFICATIONS:

IJEAN API SQ (RC)
ILSAC GF-5/GF-6A | [T =

FREIGABEN | APPROVALS:
AP1SQ (RC) | ILSAC GF-7A

EMPFEHLUNGEN | RECOMMENDATIONS:

Chrysler MS-6395 | dexos1™ Gen3
Fiat 9.55535-GSX/-CR1
Ford WSS-M2C947-B1 | Ford WSS-M2C962-A
GM 6094M
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0002-000541

AVENO DXS Premium 5W-30

SPEZIFIKATIONEN | SPECIFICATIONS:
API SP | ILSAC GF-5/GF-6A

FREIGABEN | APPROVALS:
AP1SQ (RC) | ILSAC GF-7A

EMPFEHLUNGEN | RECOMMENDATIONS:
Chrysler MS-6395 | dexos1™ Gen3
Fiat 9.55535-CR1
Ford WSS-M2C929-A | Ford WSS-M2C946-A/-B1
Ford WSS-M2C961-A | GM 6094M
Opel/Vauxhall OV0401547-G30 | VWC 53034

SPEZIFIKATIONEN | SPECIFICATIONS:

APl P | TRTGS)
ILSAC GF-5/GF-6A | TR

FREIGABEN | APPROVALS:
AP1SQ (RC) | ILSAC GF-7A

EMPFEHLUNGEN | RECOMMENDATIONS:
Chrysler MS-6395 | dexos1™ Gen3
Fiat 9.55535-CR1
Ford WSS-M2C929-A | Ford WSS-M2C946-A/-B1
Ford WSS-M2C961-A | GM 6094M
Opel/Vauxhall OV0401547-G30 | VWC 53034
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0002-000577

AVENO PSF Premium Synthetic

EMPFEHLUNGEN | RECOMMENDATIONS:
Audi G 004 000 | Audi G 002 000
Audi G 002 012
Chrysler MS-1872 | Chrysler MS-5391
Chrysler MS-9602 | Chrysler MS-11655
Citroén DA 9730 A5 | Citroén LDS 9979 A3
DTFR 38B100 (236.3) | DTFR 31B120 (345.0)
Fiat 9.55550-AG3 | Ford WSA-M2C195-A
Ford WSS-M2C204-A
GM 88901975 | GM 89021184
GM 9985010 | GM 9985835
Hyundai 00232-19017
Hyundai/Kia PSF-Ill Hyundai/Kia PSF-IV
MAN M 3289 | Mitsubishi DiaQueen PSF
Mitsubishi Diamond SP lIl | Nissan E-PSF
Nissan 999MP-EPSFOOP | Nissan PSF-II
Nissan KLF51-00001
Opel GM B 040 2012 | PSAS71 2710
Renault PSF Klasse 1 | Saab 93 160 548
Saab 3009 800 | Saab 3032 380 | Subaru K0209A0080
Toyota PSF-EH | Toyota Type EH 008886-01
Toyota 08886-01206
VOLVO 30741424 | VOLVO 1161529
VW G 002 000 | VW G 002 012 | VW G 004 000
VW TL52 146

EMPFEHLUNGEN | RECOMMENDATIONS:
Audi G 004 000 | Audi G 002 000
Audi G 002 012
Chrysler MS-1872 | Chrysler MS-5391
Chrysler MS-9602 | Chrysler MS-11655
Citroén DA 9730 A5 | Citroén LDS 9979 A3
DTFR 38B100 (236.3) | DTFR 31B120 (345.0)
Fiat 9.55550-AG3 | Ford WSA-M2C195-A
Ford WSS-M2C204-A
GM 88901975 | GM 89021184
GM 9985010 | GIM 9985835
Hyundai 00232-19017
Hyundai/Kia PSF-Ill Hyundai/Kia PSF-IV
MAN M 3289 | Mitsubishi DiaQueen PSF
Mitsubishi Diamond SP lil | Nissan E-PSF
Nissan 999MP-EPSFOOP | Nissan PSF-II
Nissan KLF51-00001
Opel GM B 040 2012 | PSAS71 2710
Renault PSF Klasse 1 | Saab 93 160 548
Saab 3009 800 | Saab 3032 380 | Subaru K0209A0080
Toyota PSF-EH | Toyota Type EH 008886-01
Toyota 08886-01206
VOLVO 30741424 | VOLVO 1161529
VW G 002 000 | VW G 002 012 | VW G 004 000

\VAVNCNV N TYvE | VW TL 52 146
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0002-000595

AVENO Low SAPS HD Supreme 5W-30

SPEZIFIKATIONEN | SPECIFICATIONS:
ACEA E6/E7/E8/E9/E11 | API CK-4/SN | JASO DH-2

FREIGABEN | APPROVALS:
CATERPILLAR ECF-3 | DEUTZ DQC IV-18 LA
DTFR 15C100 (228.31) | DTFR 15C110 (228.51)
DTFR 15C120 (228.52) | MACK EQS-4.5
MAN M 3677 | MAN M 3691 | MAN M 3775
MTU TYP 3.1 | RENAULT VI RLD-3
SCANIA LDF-4 | VOLVO VDS-4.5

EMPFEHLUNGEN | RECOMMENDATIONS:
Cummins CES 20086 |
DDC 93K222 | DEUTZ TTCD-Motoren
Ford WSS-M2C213-A1 | LH-00-ENG LA
MAN M 3271-1 | MAN M 3477
MAN M 3777 | Scania Low Ash

SPEZIFIKATIONEN | SPECIFICATIONS:
ACEA E6/E7/E8/E9/E11 | API CK-4/SN | JASO DH-2

FREIGABEN | APPROVALS:
CATERPILLAR ECF-3 |
DEUTZ DQC IV-18 LA | DTFR 15C100 (228.31)
DTFR 15C110 (228.51) | DTFR 15C120 (228.52)
MACK EOS-4.5 | MAN M 3677 | MAN M 3691
MAN M 3775 | MTU TYP 3.1 | RENAULT VI RLD-3
SCANIA LDF-4 | VOLVO VDS-4.5

EMPFEHLUNGEN | RECOMMENDATIONS:
Cummins CES 20086 | DDC 93K222
DEUTZ TTCD-Motoren | Ford WSS-M2C213-A1
LH-00-ENG LA | MAN M 3271-1 | MAN M 3477
MAN M 3777 | Scania Low Ash
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0002-000634

AVENO DXS Premium 5W-20

SPEZIFIKATIONEN | SPECIFICATIONS:
API SP | ILSAC GF-5/GF-6A

FREIGABEN | APPROVALS:
API SQ (RC) | ILSAC GF-7A

EMPFEHLUNGEN | RECOMMENDATIONS:
Chrysler MS-6395 | dexos1™ Gen3
Ford WSS-M2C945-B1 | Ford WSS-M2C960-A

SPEZIFIKATIONEN | SPECIFICATIONS:

APl sP | TERATG)
ILSAC GF-5/GF-6A | [T

FREIGABEN | APPROVALS:
APISQ (RC) | ILSAC GF-7A

EMPFEHLUNGEN | RECOMMENDATIONS:
Chrysler MS-6395 | dexos1™ Gen3
Ford WSS-M2C945-B1 | Ford WSS-M2C960-A

0002-000644

AVENO Universal Performance 10W-40

SPEZIFIKATIONEN | SPECIFICATIONS:
ACEA E6/E7/E8/E9/E11 | API CK-4/SN | JASO DH-2

EMPFEHLUNGEN | RECOMMENDATIONS:
Caterpillar ECF-1/ECF-2/ECF-3
Cummins CES 20081/20086 | DAF HP-2
DDC 93K218 | DDC 93K222
Deutz DQC IV-10 LA
DTFR 15C100 (228.31) | DTFR 15C110 (228.51)
Iveco 18-1804 TLS E9 | Mack EOS-4.5
MAN M 3477 /3575 /3275 /3271-1 | MTU Typ 3.1
Renault VI RLD-3 | Scania Low Ash | VOLVO VDS-4.5

SPEZIFIKATIONEN | SPECIFICATIONS:
ACEA E6/E7/E8/E9/E11 | API CK-4/SN | JASO DH-2

EMPFEHLUNGEN | RECOMMENDATIONS:
Caterpillar ECF-1/ECF-2/ECF-3
Cummins CES 20081/20086 | DAF HP-2
DDC 93K218 | DDC 93K222
Deutz DQC IV-10 LA
DTFR 15C100 (228.31) | DTFR 15C110 (228.51)
Iveco 18-1804 TLS E9 | Mack EQS-4.5
MAN M 3477 /3575 /3275 /3271-1

YIYIYEZA | MTU Typ 3.1

Renault VI RLD-3 | Scania Low Ash | VOLVO VDS-4.5
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0002-000728

AVENO Premium LL-17 FE OW-20

SPEZIFIKATIONEN | SPECIFICATIONS:

ACEA C5 | ACEA C6 | APISP (RC) | ILSAC GF-5/GF-6B

FREIGABEN | APPROVALS:
MB-Freigabe 229.72

EMPFEHLUNGEN | RECOMMENDATIONS:
BMW Longlife-14 FE+ | BMW Longlife-17 FE+
Chrysler MS-12145 | dexosD | Fiat 9.55535-GSX
Ford WSS-M2C947-A1 | Ford WSS-M2C947-B1
Ford WSS-M2C952-A1 | Ford WSS-M2C954-A1
Ford WSS-M2C962-A1
Jaguar Land Rover STJLR.03.5006
MB 229.71 | Opel/Vauxhall OV 0401547 A-20
Volvo VCC RBS0-2AE | VWC 53037

SPEZIFIKATIONEN | SPECIFICATIONS:

ACEA C5 | ACEA C6 | [EIRTE] | TS

FREIGABEN | APPROVALS:
MB-Freigabe 229.72

EMPFEHLUNGEN | RECOMMENDATIONS:
BMW Longlife-14 FE+ | BMW Longlife-17 FE+

Chrysler MS-12145 | dexosD | Fiat 9.55535-GSX

Ford WSS-M2C947-A1 | Ford WSS-M2C947-B1
Ford WSS-M2C952-A1 | Ford WSS-M2C954-A1
Ford WSS-M2C962-A1
Jaguar Land Rover STJLR.03.5006
MB 229.71 | Opel/Vauxhall OV 0401547 A-20

AL R oo o -1 H0l\ L0} | Volvo VCC RBSO-2AE

VWC 53037

0002-000744

SPEZIFIKATIONEN | SPECIFICATIONS:
API SN Plus | APISP (RC)
ILSAC GF-5/GF-6A
AVENO DXS 5W-20
EMPFEHLUNGEN | RECOMMENDATIONS:
Chrysler MS-6395 | dexos1™ Gen3
Ford WSS-M2C945-B1 | Ford WSS-M2C960-A

SPEZIFIKATIONEN | SPECIFICATIONS:
API SN Plus | APISP (RC) | FERRTE)
ILSAC GF-5/GF-6A | TR

EMPFEHLUNGEN | RECOMMENDATIONS:
Chrysler MS-6395 | dexos1™ Gen3
Ford WSS-M2C945-B1 | Ford WSS-M2C960-A
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0002-000749

AVENO LL-17 FE OW-20

SPEZIFIKATIONEN | SPECIFICATIONS:
ACEA C5 | ACEA C6

API SP (RC) i}l ILSAC GF-6A

EMPFEHLUNGEN | RECOMMENDATIONS:
BMW Longlife-14 FE+
BMW Longlife-17 FE+

Chrysler MS-12145 | dexosD
Fiat 9.55535-GSX
Ford WSS-M2C947-B1
Ford WSS-M2C952-A1
Ford WSS-M2C954-A1
Ford WSS-M2C962-A1
Jaguar Land Rover STJLR.03.5006
MB 229.71 | MB 229.72
Opel/Vauxhall OV 0401547 A-20
Volvo VCC C6SP OW-20
Volvo VCC RBS0-2AE
VWC 53037

SPEZIFIKATIONEN | SPECIFICATIONS:
ACEAC5 | ACEAC6

API SQ (RC) JB ILSAC GF-7A

EMPFEHLUNGEN | RECOMMENDATIONS:

BMW Longlife-14 FE+
BMW Longlife-17 FE+
Chrysler MS-12145 | dexosD
Fiat 9.55535-GSX
Ford WSS-M2C947-B1
Ford WSS-M2C952-A1
Ford WSS-M2C954-A1
Ford WSS-M2C962-A1
Jaguar Land Rover STJLR.03.5006
MB 229.71 | MB 229.72
Opel/Vauxhall OV 0401547 A-20
Volvo VCC C6SP OW-20
Volvo VCC RBS0-2AE
VWC 53037
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0002-000751

SPEZIFIKATIONEN | SPECIFICATIONS:
API GL-4 | SAE 80W

EMPFEHLUNGEN | RECOMMENDATIONS:
Allison C-4 | ARGO VT-DRIVE
Case ICH CVXDrive
Caterpillar TO-2
CNH 410 B | CNH MAT 3540
CNH MAT 3525 | CNH MAT 3505
CNH MS 1206 | CNH MS 1207 | CNH MS 1209
Deutz-Fahr (SDF) T5400 CVT and T3500 CVT
Eaton/Sperry Vickers[I-280-S
Eaton/Sperry VickersM-2950-S
Fendt Vario CVT Transmissions
Ford ESN-M2C86-C | Ford ESN-M2C134-D
John Deere J20 C (AutoPowr/eAutoPowr IVT Trans)
Kubota UDT
Massey Ferguson CMS M1141/M1143
Massey Ferguson CMS M1145
New Holland CVT
Sauer Sunstrand/Danfoss (Hydrostatic trans fluid)
Valtra G2-08 | VDS CVT Getriebe | VOLVO WB 101
ZF TE-ML 03E/06E/17E/05F/06F/21F/06K

AVENO UTTO CVT

SPEZIFIKATIONEN | SPECIFICATIONS:
API GL-4 | SAE 80W

EMPFEHLUNGEN | RECOMMENDATIONS:
Allison C-4 | ARGO VT-DRIVE
Case ICH CVXDrive
Caterpillar TO-2
CNH 410 B | CNH MAT 3540
CNH MAT 3525 | CNH MAT 3505 |
CNH MS 1206 | CNH MS 1207 | CNH MS 1209
Deutz-Fahr (SDF) T5400 CVT and T3500 CVT
Eaton/Sperry Vickers[1-280-S
Eaton/Sperry VickersM-2950-S
Fendt Vario CVT Transmissions
Ford ESN-M2C86-C | Ford ESN-M2C134-D
John Deere J20 C (AutoPowr/eAutoPowr IVT Trans)
Kubota UDT
Massey Ferguson CMS M1141/M1143
Massey Ferguson CMS M1145
New Holland CVT
Sauer Sunstrand/Danfoss (Hydrostatic trans fluid)
Valtra G2-08 | VDS CVT Getriebe | VOLVO WB 101
ZF TE-ML 03E/06E/17E/05F/06F/21F/06K
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0002-000759

AVENO Hybrid Excellence 0W-20

SPEZIFIKATIONEN | SPECIFICATIONS:
API SP (RC)
ILSAC GF-5/GF-6A

FREIGABEN | APPROVALS:
APISQ (RC)
ILSAC GF-7A

EMPFEHLUNGEN | RECOMMENDATIONS:
Honda | Hybrid-Motoren
Lexus | Mitsubishi
Nissan | Toyota

SPEZIFIKATIONEN | SPECIFICATIONS:

API'SP (RC) | FIERIG)
ILSAC GF-5/GF-6A | [T

FREIGABEN | APPROVALS:
AP1SQ (RC)
ILSAC GF-7A

EMPFEHLUNGEN | RECOMMENDATIONS:

Honda | Hybrid-Motoren
Lexus | Mitsubishi
Nissan | Toyota

0002-000760

AVENO Hybrid Excellence 5W-30

SPEZIFIKATIONEN | SPECIFICATIONS:
API SP (RC)
ILSAC GF-5/GF-6A

FREIGABEN | APPROVALS:
API1SQ (RC)
ILSAC GF-7A

EMPFEHLUNGEN | RECOMMENDATIONS:
Honda | Hybrid-Motoren
Lexus | Mitsubishi

Nissan | Toyota

SPEZIFIKATIONEN | SPECIFICATIONS:

IISIGORE API SQ (RC)
ILSAC GF-5/GF-6A | [T

FREIGABEN | APPROVALS:
AP15SQ (RC)
ILSAC GF-7A

EMPFEHLUNGEN | RECOMMENDATIONS:

Honda | Hybrid-Motoren
Lexus | Mitsubishi

Nissan | Toyota
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0002-000762

AVENO Hybrid Excellence 5W-20

SPEZIFIKATIONEN | SPECIFICATIONS:
API SP (RC)
ILSAC GF-5/GF-6A

FREIGABEN | APPROVALS:
AP1SQ (RC) | ILSAC GF-7A

EMPFEHLUNGEN | RECOMMENDATIONS:

Honda | Hybrid-Motoren
Lexus | Mitsubishi

Nissan | Toyota

SPEZIFIKATIONEN | SPECIFICATIONS:

APISP (RC) | XS eY(i{9)]
ILSAC GF-5/GF-6A | [IE&1XeXciZr/.

FREIGABEN | APPROVALS:
AP1SQ (RC) | ILSAC GF-7A

EMPFEHLUNGEN | RECOMMENDATIONS:

Honda | Hybrid-Motoren
Lexus | Mitsubishi

Nissan | Toyota

0002-000765

AVENO WIV-Multi Supreme 5W-30

SPEZIFIKATIONEN | SPECIFICATIONS:

[N 7N NN API SP|

FREIGABEN | APPROVALS:
BMW Longlife-04
MB-Freigabe 229.51 | MB-Freigabe 229.52
VW 504 00/507 00

EMPFEHLUNGEN | RECOMMENDATIONS:

GM dexos1™ Gen2 | GM dexos2™
MB 229.31
Opel/Vauxhall 0V0401547-D30
Opel/Vauxhall OV0401547-G30
Porsche C30

SPEZIFIKATIONEN | SPECIFICATIONS:

e ¥ Yo API SQ |

FREIGABEN | APPROVALS:
BMW Longlife-04
MB-Freigabe 229.51 | MB-Freigabe 229.52
VW 504 00/507 00

EMPFEHLUNGEN | RECOMMENDATIONS:

GM dexos1™ Gen2 | GM dexos2™
MB 229.31
Opel/Vauxhall 0V0401547-D30
Opel/Vauxhall OV0401547-G30
Porsche C30
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0002-000845

AVENO DX ULV RED

EMPFEHLUNGEN | RECOMMENDATIONS:
ACDelco 104107
DEXRON ULV - ab BJ 2017 GM 10L90 10-Gang AT
Ford -2 179 795 | Ford 196825
Ford USA -2 179 795 | Ford WSS-M2C949-A
GM 19352619
MERCON ULV - ab BJ 2017 Ford 10R80 10-Gang AT
Motorcraft XT-12-QULV

EMPFEHLUNGEN | RECOMMENDATIONS:

ACDelco 104107 | BT
BMW 83 22 2413 477

DEXRON ULV - ab BJ 2017 GM 10L90 10-Gang AT
Ford -2 179 795 | Ford 196825
Ford USA -2 179 795 | Ford WSS-M2C949-A
GM 19352619
MERCON ULV - ab BJ 2017 Ford 10R80 10-Gang AT
Motorcraft XT-12-QULV |

0002-000885

AVENO LS Premium OV 5W-30

SPEZIFIKATIONEN | SPECIFICATIONS:
ACEA C2/C3 | API SP

EMPFEHLUNGEN | RECOMMENDATIONS:
BMW Longlife-04 - Freigabeprozess lauft
Chrysler MS-11106
Fiat 9.55535-S3 | Ford WSS-M2C917-A
GM dexos2™ | MB 229.31

MB 229.51 - Freigabeprozess lauft
MB 229.52 - Freigabeprozess lauft

Opel/Vauxhall OV0401547-A30 -Freigabeprozess lauft
VW 505 00/505 01

SPEZIFIKATIONEN | SPECIFICATIONS:
ACEA C2/C3 | APISP

FREIGABEN | APPROVALS:

MB-Freigabe 229.51 i} MB-Freigabe 229.52

EMPFEHLUNGEN | RECOMMENDATIONS:
BMW Longlife-04 - Freigabeprozess lduft
Chrysler MS-11106
Fiat 9.55535-S3 | Ford WSS-M2C917-A
GM dexos2™ | MB 229.31
Opel/Vauxhall 0V0401547-A30 -Freigabeprozess lauft
VW 505 00/505 01
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SPEZIFIKATIONEN | SPECIFICATIONS:
API SN Plus | API SN Plus (RC)
API SP (RC) | ILSAC GF-5/GF-6A

SPEZIFIKATIONEN | SPECIFICATIONS:
API SN Plus | API SN Plus (RC)

APISP (RC) | BN ({9
ILSAC GF-5/GF-6A | [LESXefc] /7.

0002-000902 AVENO DXS OW-20 EMPFEHLUNGEN | RECOMMENDATIONS:
EMPFEHLUNGEN | RECOMMENDATIONS:
Chrysler MS-6395 | dexos1™ Gen3
) Chrysler MS-6395 | dexos1™ Gen3
Fiat 9.55535-GSX/-CR1 ,
Fiat 9.55535-GSX/-CR1
Ford WSS-M2C947-B1 | Ford WSS-M2C962-A
Ford WSS-M2C947-B1 | Ford WSS-M2C962-A
GM 6094M
GM 6094M
SPEZIFIKATIONEN | SPECIFICATIONS:
SPEZIFIKATIONEN | SPECIFICATIONS: LEZY A API SP|
ACEA C2
0002-000965 AVENO Prime PS 2312 OW-30 EMPFEHLUNGEN | RECOMMENDATIONS:
Fiat 9.55535-DS1/GS1
EMPFEHLUNGEN | RECOMMENDATIONS:
| Ford WSS-M2C950-A

PSA B71 2312

N4 elir] | PSA B71 2312
STJLR.03.5007
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0002-000975

SPEZIFIKATIONEN | SPECIFICATIONS:
ACEA C2/C3| API SN/CF| ILSAC GF-5

EMPFEHLUNGEN | RECOMMENDATIONS:
BMW Longlife-0 | Chrysler MS-11106
dexos2™ | Fiat 9.55535-S3
Ford WSS-M2C917-A

MB 226.5 | WYL RH VP

Porsche C40 | VW 502 00/505 01

AVENO FS Low SAPS Extra SW-40

SPEZIFIKATIONEN | SPECIFICATIONS:
ACEA C2/C3| API SN/CF| ILSAC GF-5

EMPFEHLUNGEN | RECOMMENDATIONS:
BMW Longlife-0 | Chrysler MS-11106
dexos2™ | Fiat 9.55535-S3
Ford WSS-M2C917-A

M8 2265 | v 229.52

Porsche C40 | VW 502 00/505 01

0002-001061

SPEZIFIKATIONEN | SPECIFICATIONS:

AFNOR NF E 48-603 HM | ASTM D6158 | CETOP RP 91H HM

DIN 51524-2 | GB 111118.1 L-HM (Conventional)
ISO 11158 HM | ISO 6743-4 HM | MIL-PRF-17672 E
SAE MS1004 HM | SEB 181 222
Swedish Standard SS 155434 | VDMA 24318

AVENO Mineral Hydraulic HLP 68 EMPFEHLUNGEN | RECOMMENDATIONS:
Atos | Bosch Rexroth RE 90220
Danieli Hydraulics | Denison HF-0/HF-1/HF-2
Eaton/Sperry Vickers 1-286-S
Eaton/Sperry Vickers M-2950-S
GM LH-06-1-04, GM LS-2 | Metso | Muller Weingarten
Sauer-Danfoss 520L0463 | US Steel 126, US Steel 127,

US Steel 136 | VDMA 24318 | ZF TE-ML 07H

SPEZIFIKATIONEN | SPECIFICATIONS:

AFNOR NF E 48-603 HM | ASTM D6158 | CETOP RP 91H HM

DIN 51524-2 | GB 111118.1 L-HM (Conventional)
ISO 11158 HM | ISO 6743-4 HM | MIL-PRF-17672 E
SAE MS1004 HM | SEB 181 222
Swedish Standard SS 155434 | VDMA 24318

EMPFEHLUNGEN | RECOMMENDATIONS:
Atos | Bosch Rexroth RE 90220
Danieli Hydraulics | Denison HF-O/HF-1/HF-2
Eaton/Sperry Vickers 1-286-S
Eaton/Sperry Vickers M-2950-S
TR YT | GM LH-06-1-04, GM LS-2
Metso | Miller Weingarten | Sauer-Danfoss 52000463
US Steel 126, US Steel 127, US Steel 136
VDMA 24318 | ZF TE-ML O7H
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SPEZIFIKATIONEN | SPECIFICATIONS:
AFNOR NF E 48-603 HM | ASTM D6158
CETOP RP 91H HM | DIN 51524-2
GB 111118.1 L-HM (Conventional)

ISO 11158 HM | ISO 6743-4 HM | MIL-PRF-17672 E

SAE MS1004 HM | SEB 181 222
Swedish Standard SS 155434 | VDMA 24318

EMPFEHLUNGEN | RECOMMENDATIONS:

SPEZIFIKATIONEN | SPECIFICATIONS:
AFNOR NF E 48-603 HM | ASTM D6158
CETOP RP 91H HM | DIN 51524-2
GB 111118.1 L-HM (Conventional)

ISO 11158 HM | ISO 6743-4 HM | MIL-PRF-17672 E

SAE MS1004 HM | SEB 181 222
Swedish Standard SS 155434 | VDMA 24318

EMPFEHLUNGEN | RECOMMENDATIONS:

0002-001106 AVENO HLP AF 68
Atos | Bosch Rexroth RE 90220 Atos | Bosch Rexroth RE 90220
Danieli Hydraulics | Denison HF-O/HF-1/HF-2 Danieli Hydraulics | Denison HF-O/HF-1/HF-2
Eaton/Sperry Vickers 1-286-S Eaton/Sperry Vickers 1-286-S
Eaton/Sperry Vickers M-2950-S Eaton/Sperry Vickers M-2950-S
GM LH-06-1-04, GM LS-2 GM LH-06-1-04, GM LS-2
Metso | Muller Weingarten Metso | Muller Weingarten
Sauer-Danfoss 52000463 Sauer-Danfoss 52000463
US Steel 126, US Steel 127, US Steel 136 US Steel 126, US Steel 127, US Steel 136
VDMA 24318 | ZF TE-ML O7H VDMA 24318 | ZF TE-ML O7H
SPEZIFIKATIONEN | SPECIFICATIONS: SPEZIFIKATIONEN | SPECIFICATIONS:
ACEA C2/C3 | API SP ACEA C2/C3 | APISP
0002-001150 AVENO Prime PS 2297 5W-30 EMPFEHLUNGEN | RECOMMENDATIONS:

EMPFEHLUNGEN | RECOMMENDATIONS:

FEERERELEYY | FPW9.55535/03

OV0401547-D30 | OV0401547-G30
PSA B71 2290/2297

FPW9.55535/03 | [V erHA
| Jis 22552

0OV0401547-D30 | OV0401547-G30
PSA B71 2290/2297
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0002-400004

AVENO Antifreeze A12 EVO

EMPFEHLUNGEN | RECOMMENDATIONS:
ASTM D3306 | ASTM D4985 | ASTM D6210
BMW LC-87 | BS 6580:2010 (GB)
Cummins CES 14603
CUNA NC 956-16 (ltalien)

Deutz DQC CC-14
DTFR 29C100 (MB 325.0)

DTFR 29C120 (MB 325.5)

Fiat 9.55523 | Ford ESD-M97B49-A
IVECO 18-1830
JIS K 2234 (Japan)

Liebherr LH-01-COL3A
MAN 324 NF | MAN 324 Si-OAT
MB 325.0 (Konzentrat) | MB 325.5 | MB 325.6
MTU MTL 5048
O Norm V 5123 (Osterreich)

SAE J1034 | Scania TB 1451
VOLVO TR 1286083
VOLVO TR-31854114-002
VOLVO VCS-2
VW TL 774-L (entspricht G12evo)

EMPFEHLUNGEN | RECOMMENDATIONS:
ASTM D3306 | ASTM D4985 | ASTM D6210
| BMW LC7 |
BS 6580:2010 (GB) | Cummins CES 14603
CUNA NC 956-16 (ltalien)
Deutz DQC CC-14
DTFR 29C100 (MB 325.0)
DTFR 29C120 (MB 325.5)
Fiat 9.55523 | Ford ESD-M97B49-A
IVECO 18-1830
JIS K 2234 (Japan)
Liebherr LH-01-COL3A
MAN 324 NF | MAN 324 Si-OAT
MB 325.0 (Konzentrat) | MB 325.5 | MB 325.6
MTU MTL 5048
O Norm V 5123 (Osterreich)
SAE J1034 | Scania TB 1451
VOLVO TR 1286083
VOLVO TR-31854114-002
VOLVO VCS-2
VW TL 774-L (entspricht G12evo)




