
AVENO Fette dienen dazu, bewegliche Teile wie Lager, Gelenke und Radnaben optimal zu schmieren und vor Korrosion, 
Schmutz sowie Wasser zu schützen. Aufgrund der anspruchsvollen Betriebsbedingungen in Fahrzeugen, wie hohen Tem-
peraturen, Druckbelastungen und Umwelteinflüssen, müssen AVENO Fette besonders widerstandsfähig und langlebig 
sein. Die richtige Auswahl des Schmierfetts trägt entscheidend zur Effizienz, Sicherheit und Lebensdauer der Fahrzeug-

komponenten bei.

AVENO greases are used to optimally lubricate moving parts such as bearings, joints and wheel hubs and to protect them 
from corrosion, dirt and water. Due to the demanding operating conditions in vehicles, such as high temperatures, pressure 

loads and environmental influences, AVENO greases must be particularly resistant and durable. The correct 
selection of the lubricating grease makes a decisive contribution to the efficiency, 

safety and service life of the vehicle components.

FETTE
GREASES

TOPPRODUKTE
TOP PRODUCTS

Name | Art.-Nr.
Product name| Item Nr.

Beschreibung 
Description

Spezifikationen
Specifications

AVENO Grease LI-HD EP2
0002-100001

LKW Fett (Basis Lithium)
Truck grease (lithium based)

DIN 51 502: KP2N-30
DIN 51818: NLGI-Klasse 2

ISO 6743 Teil 9: ISO-L-XCCBB 2

AVENO Grease LI-EP3
0002-100002

Extreme Pressure Grease EPG3 (Basis Lithium)
Extreme Pressure Grease EPG3 (based on lithium)

DIN 51 502: KP3K-30
DIN 51818: NLGI-Klasse 3

ISO 6743 Teil 9: ISO-L-XCCHB 3

AVENO Grease LI-MoS2
0002-100003

Mehrzweckfett mit MOS-2 (Basis Lithium)
Multi-purpose grease with MOS-2 (lithium based)

DIN 51 502: KPF2N-30
DIN 51818: NLGI-Klasse 2

ISO 6743 Teil 9: ISO L-XAAHB 2

AVENO Grease LI-MPG
0002-100004

Mehrzweckfett (Basis Lithium) 
Multi-purpose grease (lithium based)

DIN 51 502: KP2K-30
DIN 51818: NLGI-Klasse 2

ISO 6743 Teil 9: ISO-L-XCCHB 2
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